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ABOUT THIS GUIDE

This is an introductory guide to the use of the 2955A and 2955R in testing a
mobile transceiver. There are examples of test procedures which show how
easily the 2955A and 2955R can measure and display-a wide range of trans-
mitter and receiver parameters. By following these examples, you can quickly
learn about the capabilities and controls of the 2955A and 2955R before you
move on to the detailed information in the Operating Manual.

CONVENTIONS

S35 This denotes a control key.

This denotes a toggle or rotary control.

oo
“

AF INPUT  Capital letters are used for connectors and for data on
displays.

DUPLEX Bold type is used for the headings of displays.

Bold type is also used to highlight the first line of each step of a test sequence.
In many cases, this is adequate to describe the action required. If not, then
also read the supporting information which is printed below it in normal type.

ABBREVIATIONS
AC alternating current
AF audio frequency
AM amplitude modulation
CRT cathode-ray tube
dBr dB relative to the entered level
dBV dB relative to 1 V
DC direct current
EMF output level with no load
FM frequency modulation
HF high frequency (3 MHz to 30 MHz)
LED light-emitting diode indicator
MF medium frequency (300 kHz to 3 MHz)
PD output level across the load
RF radio frequency
RX receiver
S/N signal to noise
SINAD  signal + noise + distortion to noise + distortion
TX transmitter

UHF ultra-high frequency (300 MHz to 3 GHz)
VHF very high frequency (30 MHz to 300 MHz)
oM phase modulation

46881-986A
Dec. 89 (Am. 3) 3



INTRODUCTION

MOBILE RADIO TESTING

'S

Mobile radios come in many shapes and sizes from hand-held
portables to remote-controlled installations. The frequency range
may be MF, HF, VHF or UHF; operation may be 51mplex or duplex;
modulation may be AM, FM or ®M.

N

All, however, consist basically of a transmitter and/or a receiver and,
to maintain them in their peak operating condition, the following are
some of the routine tests which would be required:-

Transmitter power.

Transmitter frequency.

Transmitter modulation.
Transmitter distortion.

Receiver sensitivity.

Receiver bandwidth.

Receiver audio frequency response.
Receiver audio distortion.

Receiver signal to noise ratio.

You could, of course, measure all these parameters in the
conventional way by using individual instruments - a signal
generator, frequency counters, a modulation meter and so on but you
would need nearly a dozen items to do so.

Alternatively, you can achieve the same results with speed,
convenience and economy by using a single purpose-built instrument
- the Marconi Instruments Radio Communications Test Sets 2955A
and 2955R.

In the test procedures, references to the 2955A also apply to the
2955R.

46881-986A
4 Dec. 89 (Am. 3)



INTRODUCTION

MARG&NH&GT‘MEN’I’B radio communications tast aat 285548

FEATURES OF THE 2955A AND 2955R

46881-986A
Dec. 89 (Am. 3)

Radio Communications Test Sets 2955A and 2955R provide com-
prehensive test facilities for AM, FM and M mobile radio
transceivers operating up to 1000 MHz.

The 2955A and 2955R are a combination of the following
instruments:—

RF power meter.

DC and AF voltmeter.

RF counter.

AF counter.

RF generator.

AF generators (two).

Modulation meter.

AF distortion, SINAD or S/N meter.
Sequential tones decoder and encoder.
DTMF decoder and encoder.

DCS decoder and encoder.
POCSAG radio pager encoder.
Sensitive receiver (2955R only).
Digital oscilloscope.

These are automatically connected to the appropriate socket when an
operating mode is selected.

A large CRT display shows all the generated and measured
information for each test and a direct indication of the control
settings being used.

The 2955A and 2955R can be used to check a wide range of
equipment including simplex and duplex radio telephones and
mobiles using selective calling and cross-band repeaters.



PRELIMINARY ACTIONS

CONNECTIONS

(1) Connect the 2955A to a suitable power supply by means of the supplied
mains input lead or DC input lead.

See the Operating Manual Chap. 2 under ‘Power supply
requirements’.

(2) On the radio under test, check that the battery is charge&. If necessary,
connect it to a suitable power supply.

SETTING THE CONTROLS ON THE 2955A
(1) Push up to ON.
The RECEIVER TEST display appears on the screen.

N

(2) Adjust the brightness of the display.
Rotate as required.

46881-986A
6 July 89



INTRODUCTION

TESTS ON A TRANSMITTER

When you are working in the transmitter (TX) test mode, the output
from the radio under test is fed to the appropriate circuits in the
2955A. These are the RF counter and, according to which measure-
ment you are taking, one of the following:-

(a) The RF power meter. .
(b) The modulation meter and, the AF counter.
(c) The AF distortion, SINAD or S/N meter.

For the modulation and distortion measurements, the output from
the AF generator is fed to the radio under test.

A

RADIO 2955A
UNDER TEST
AF
| MOROPHONE ,  puy~ AF GEN OUTPLT CENEN AToR |
RF
COUNTER
I | | I
I Tx ANTENNA o~y REIN/OUT POWER |
o 4N METER
- MODULATION
| METER |
AF
COUNTER
AF
DISTORTION
METER
46881-986A

Dec. 89 (Am. 3)




TESTS ON A TRANSMITTER

CONNECTIONS

(1) On the radio under test, disconnect the antenna connection and connect
a lead from it to the 2955A N type RF IN/OUT socket.

A wide variety of connectors is used for radios. The most common
are PL289, TNC and N types. On some hand portables, BNC and
SMA types are used. There is rarely any difficulty in identifying the
correct type but it is wise to consult the radio handbook. If an
incorrect type is used, an incorrect power reading may be given.
Also, there could be damage to the connector and/or to the
transmitter RF amplifier.

To measure only the RF power and frequency, the above connection
is sufficient. To check modulation and distortion, simply whistling
into the microphone while transmitting can give a modulation level of
100% AM or limiting deviation on FM. For precise modulatigp; you
should use the 2955A AF generator.

(2) When required, connect a lead ‘from the radio’s microphone connector
to the 2955A BNC type AF GEN OUTPUT socket.

MARCONI INSTRUMENTS

e

test sat 29554

TG

FOR
MODULATION
AND
DISTORTION y s
MEASUREMENTS
ONLY

(=P,
&2 o 59 me
(0]

—a {0

Tx ANTENNA

46881-986A
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TESTS ON A TRANSMITTER

SETTING THE CONTROLS

For all tests on the transmitter, you have to start with the
‘Preliminary actions’ - see page 6 - and then proceed as below.

.

Select the transmitter test mode.

Press l w87 | (blue).

The TRANSMITTER TEST display appears on"the screen.

The 2955A sets to default values, as shown on the screen as

follows:—
Parameter Value
AF frequency 1.0000 kHz z
AF level 100.0 mV

The N type socket is automatically selected.

The LED is lit above this socket.

You can then proceed with RF power and frequency tests and, after
setting the AF generator, with modulation and distortion tests.

RF POWER AND FREQUENCY MEASUREMENT

Key the transmitter.

The 2955A automatically tunes to the transmitter frequency and
selects the appropriate power range.

The transmitter frequency and power measurements appear on the
screen.

When the power input is excessive, a visual warning (REMOVE RF
INPUT) appears on the screen and an audible alarm follows shortly
later.

46881-986A
Oct. 89 (Am. 2) g



TESTS ON A TRANSMITTER

MOD FREQ: Hz -
LEVEL:

FILTER:®, 3-2.
GEN FREDR: . <Hz INC:
LEVEL: Ge. THIC:

POLWER
32 W

AN

SETTING THE AF GENERATORS

When one or both of the AF generators are required for modulation
measurements, operation consists of initial actions (1) and then, for
one or both of the two AF generators, AF frequency setting (2) to
(4), level setting (5) to (7) and increment settings (8) and (9).

(1) Select the AF generator setting.
Initially, the first AF generator is enabled and the second is OFF. In

this case, press | & | (green).

This selects the first AF generator. GEN is shown in reverse video
on the screen. To enable and disable this AF generator, press

S || (green).

When both AF generators are enabled, select the first by pressing

& || (green) followed by ‘ T (white).

GEN 1 is shown in reverse video on the screen. To enable and

disable this AF generator, press | Sf% | (green).

To select the second AF generator, press &R (green) followed by

2 (white).

GEN 2 is shown in reverse video on the screen. To enable and

disable this AF generator, press | St | (green).

46881-986A
10 Sep. 89 (Am. 1)



TESTS ON A TRANSMITTER

(2) Select frequency setting.

Press | Frea || (orange).

On the screen, the previous frequency value is shown in reverse
video.

(3) Enter the frequency value.
Press up to six of the data keys (white) in turn.

On the screen, the previous frequency value is deleted and each new
digit appears.

If you make a mistake when entering this data, press

oo e

ELETE | and then press the correct key(s). “

To return to the previous value, press | FrREQ

(4) Select the frequency unit.

kH H
Press [ "™ fl, |“%v{l or | "4 | (orange).

On the screen, the new frequency value is shown in reverse video.

To replace this value, start again at (3). This can be done at any
time during a test provided the value is being shown in reverse video.

If it is not, press ‘ FREQ ||

Instead of using the data keys, or after using them, the frequency can

be adjusted by rotating .
(5) Select output level setting.

Press ILEVEL (orange).

On the screen, the previous output level value is shown in reverse
video.

(6) Enter the output level value.
Press up to five of the data keys (white) in turn.

On the screen, the previous output level value is deleted and each
new digit appears.

46881-986A
July 89 11
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TESTS ON A TRANSMITTER

If you make a mistake when entering this data, press

‘DELETE and then press the correct key.

To return to the previous value, press | LEVEL

(7) Select the output level unit.

kH H
Press | M*v ,{ ‘vl or| uv|| (orange).

On the screen, the new output level value is shown in reverse video.

To replace this value, start again at (6). This can be done at any
time during a test provided the value is being shown in reverse video.

If it is not, press | LEVEL

JRP

%

Instead of using the data keys, or after using them, the output level

can be adjusted by rotating .

You can increase or decrease the frequency and/or the output level in
steps from the initial settings by using

[ FREQ [ FREQ LEVEL LEVEL

¢ 5 ) , ] and ) (brown).

Before you can use these keys, you have to set your steps
(increments) as below.

(8) Select frequency or output level increment setting.

Press[FREQ or [teveL | followed by o (orange).

(9) Enter the frequency as (3) and (4) and/or
the output level as (6) and (7).

The increments which you have entered appear on the screen.

EXAMPLE 1.2340 kHz, 12.3 mV

.
Tx AF

TEST GEN

FREQ 1 . 2 3 " 4 Kz v

LEVEL 1 2 . 3 dntd o

46881-986A
Dec. 89 (Am. 3)




TESTS ON A TRANSMITTER

MODULATION MEASUREMENT

(1) Select the type of modulation.

Press [ ol { % | or | A% Il (orange).

The adjacent LED indicator comes on.
The appropriate bar chart appears on the screen.

(2) 'When required, select a filter.

Press | BASS (brown) once for 0.3 to 3.4 kHz, twice for
EXTERNAL or press PRES (brown) once or twice for up to
0.3 or 15 kHz. 8

The selected filter appears on the screen.
(3) Key the transmitter.

The 2955A automatically tunes to the transmitter frequency and
selects the appropriate power range.

The modulation frequency and modulation level measurements
appear on the screen.

The demodulated output is fed to the following:-
(a) The BNC type DE-MOD OUT socket on the rear.

(b) The internal loudspeaker. The level can be adjusted by rotating

|
() The ACCESSORY IN/OUT socket on the front.

TX FRE®Q:
FOWER :
MOD FRER:
LEVEL: £
FILTEF: Q. Z-2, 4L Hz
FRER: B . INC:
LE''ELH 2 ! INC:

PQUWER
2T

46881-986A
Sep. 89 (Am. 1) 13



TESTS ON A TRANSMITTER

AUDIO DISTORTION AND NOISE MEASUREMENT

(1) Select the required modulation.

AM
Press[ v [ % or| 8% || (orange). "

The adjacent LED indicator comes on.

(2) Select distortion measurement.

Press [SN.6f| (green).

DISTN: and the DISTN bar chart appear on the screen.
A modulation frequency of 1.0000 kHz is automatically selectgd.
(3) When required, select a filter.

0.3 to 3.4 kHz is automatically selected.

For up to 0.3 or 15 kHz, press | #%& [ (brown) once or twice.

The selected filter appears on the screen.
(4) Key the transmitter.

The distortion measurement appears on the screen.

TRHNSMITTES TEST

TX FRER:

AF FILTER: @, -2, 4lHz
FREG: =Js - INC:
LE''ELH o INC:

POMER DISTH

20 il 1T
o -
oo . k
2]

46881-986A
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TESTS ON A TRANSMITTER

(5) Select SINAD measurement.

SINAD
S/N

Press (green).

SINAD: and the SINAD bar chart appear on the screen (replacing
DISTN: and the DISTN bar chart).

A modulation frequency of 1.0000 kHz is automatically selected.
(6) When required, select a filter.
0.3 to 3.4 kHz is automatically selected. For up to 0.3 or 15 kHz,

press | sR8% || (brown) once or twice. Press | BASS || once or twice to

return to 0.3 to 3.4 kHz or for an EXTERNAL filter. The external
filter is connected between the DE-MOD OUT sockgt- and the AF
INPUT socket.

The SINAD measurement (in dB) appears on the screen.

(7) Select S/N measurement.

Press l sSSP || again.

SINAD: and the SINAD bar chart are replaced by S/N: and the S/N
bar chart.

(8) When required, select a filter.
See (6).

The S/N measurement (in dB) appears on the screen.

46881-986A .
Dec. 89 (Am. 3) 15



TESTS ON A RECEIVER
INTRODUCTION

When you are working in the receiver (RX) test mode, the output
from the radio under test is fed to the appropriate circuits in the
2955A. These are, according to which measurement you are taking,
one of the following:-

(a) The AF voltmeter and the AF counter.
(b) The AF distortion, SINAD or S/N meter.

The output from the AF generator modulates the RF generator. The
output from the RF generator is fed to the radio under test.

AN

— — - —
RADIO 2955A
UNDER TEST
ANTENNA ~ RF IN/OUT AE AF
I ~—a- GENERATOR GENERATOR |
I | | |
AF
VOLTMETER
I Rx AUDIO OUT > AF INPUT }
AF
COUNTER
| = '
DISTORTION
METER

46881-986A
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TESTS ON A RECEIVER

CONNECTIONS

(1) On the radio under test, disconnect the antenna connection and connect
a lead from it to the 2955A N type RF IN/OUT socket.

For notes about connectors — see page §.

(2) Connect a lead from the radio’s audio output to the 2955A BNC type
AF INPUT socket.

AUDIO
OUTPUT

E o 53
OO 0Q)  ANTENNA
—o 0

46881-986A
Dec. 89 (Am. 3) 17



TESTS ON A RECEIVER

SETTING THE CONTROLS

18

Select the receiver test mode.

For all tests on the receiver, you have to start with the ‘Preliminary
actions’ - see page 6 - and then proceed as below.

When it is first switched on, the 2955A goes into the RECEIVER

TEST mode. If you have been using the 2955A in another test
mode,

Rx

press | TEsT | (blue).

The RECEIVER TEST display appears on the screen.

The 2955A sets to default values, as shown on the screen, as

follows:— b
Parameter Value
RF generator frequency 300.00000 MHz
RF generator output level -100.0 dBm
Modulation FM
FM frequency 1.0000 kHz
FM deviation 1.500 kHz

The N type socket is automatically selected.
The LED is lit above this socket.

SETTING THE RF GENERATOR

The RF generator has to be set to the frequency which you have
chosen for the receiver and the output has to be set to a suitable
level.

Select the RF generator.

Press | &k (green).

On the screen, GEN is shown in reverse video.

Select frequency setting.

Press | FREQ f| (orange).

On the screen, FREQ is shown in reverse video.

46881-986A
Dec. 89 (Am. 3)



3

(4)

(%)

(6)

46881-986A
Dec. 89 (Am. 3)

TESTS ON A RECEIVER

Enter the frequency value.

Press up to eight of the data keys (white) keys in turn.

On the screen, the previous frequency value is deleted and each new
digit appears. "

If you make a mistake when entering this data, press

‘DELETE and then press the correct key.

To return to the previous value, press ‘ FREQ |f

Select the frequency unit.

kH Hz
Press [MHZV , [ v | or pv || (orange).

The frequency unit which you have entered appears on the screen.

To replace the frequency value, start again at (3). This can be done
at any time during a test provided FREQ is being shown in reverse
video.

If it is not, press ‘ FREQ || |

Instead of using the data keys, or after using them, the frequency can

be adjusted by rotating :

Select output level setting.

Press | LEVEL || (orange).

On the screen, LEVEL is shown in reverse video.

Enter the output level value.

Press up to five of the data keys (white) in turn.

On the screen, the previous output level value is deleted and each
new digit appears.

If you make a mistake when entering this data, press

oetete | and then press the correct key.

To return to the previous value, press | LEvE-

19



20

(7) Select the output level unit.

Press [M“zv ,

kHz
mv

il

Hz
Hv

or

dBm

TESTS ON A RECEIVER

(orange).

The output level unit which you have entered appears on the screen.

To replace the output level value, start again at (3). This can be
done at any time during a test provided LEVEL is being shown in

reverse video. If it is not, press‘ LEVEL |i

Instead of using the data keys, or after using them, the output level

can be adjusted by rotating :

If you have entered dBm and then press one of the voltage keys, the
Similarly, if you have entegedt a
voltage and then press the dBm key, the value is converted into dBm.

value is converted into a voltage.

FRED:
LEVELH
MOD FRER:
LEVEL:

AF WOLTS:

46881-986A
Dec. 89 (Am. 3)



TESTS ON A RECEIVER

As supplied, each 2955A is programmed either for European or for
North American standards. European practice is to show the output
level as PD or EMF. To convert from PD to EME or vice versa,

press ‘ PEE . A menu appears on the screen.
Press [CHANGE PARAMETERS> and then as required.

Press to return to the RECEIVER TEST display.

You can increase or decrease the frequency and/or the output level in
steps from the initial settings by using

FREQ FREQ LEVEL LEVEL
or

g8 0 } (brown).

Before you can use these keys, you have to sét’ your steps
(increments) as below.

(8) Select frequency or output level increment setting.

Press l FREQ || or l LeveL it followed byi o (orange).

(9) Enter the frequency as (3) and (4) and/or
the output level as (6) and (7).

The increments which you have entered appear on the screen.

EXAMPLE 123.45670 MHz, -123.4 dBm

—
Rx l RF
TEST GEN

FREQ [ 1 [ 2 [ 3 . [ 4 5 [ 6 [ 7 [MHZV

r N r — , - —
LEVEL [_ [1 [2 | 3 | . 4 dBml

46881-986A
Dec. 89 (Am. 3) 21



TESTS ON A RECEIVER

SETTING THE MODULATION

22

1)

)

Select modulation setting. %

The modulation frequency is normally 1.0000 kHz. When you

DIST'N SINAD - 5 .
press [on-ofrfl or §N ||, this frequency is automatically set.

After using either of these keys, you can reset the frequency as
below. The output has to be set to a suitable level and AM, FM or
®M has to be selected.

When one or both of the modulation generators are required for
modulation, operation consists of initial actions (1) and then, for one
or both of the two modulation generators, modulation frequency
setting (2) to (4), level setting (5) to (7) and increment settigngs -(8)
and (9).

Joreary

Initially, the first modulation generator is enabled and the second is

SET

OFF. In this case, press | moo || (green).

This selects the first modulation generator. MOD is shown in
reverse video on the screen. To enable and disable this modulation

generator, press | &+ | (green).

When both modulation generators arte enabled, select the first by

pressing | vob || (green) followed by | 1 [ (white).

MOD 1 is shown in reverse video on the screen. To enable and

disable this modulation generator, press [ &% | (green).

To select the second modulation generator, press | wmob || (green)

followed by l (white).

MOD 2 is shown in reverse video on the screen. To enable and

disable this modulation generator, press ‘ St || (green).

Select frequency setting.

Press | Fre@ || (orange).

On the screen, FREQ is shown in reverse video.

46881-986A
Dec. 89 (Am. 3)



TESTS ON A RECEIVER

(3) Enter the frequency value.
Press up to six of the data keys (white) in turn.

On the screen, the previous value is deleted and each new digit
appears. .

If you make a mistake when entering this data, press

IDELETE and then press the correct key.

To return to the previous value, press | FREQ || |

(4) Select the frequency unit.

kH. H 72
Press [""sz , | vl or | Tuv|| (orange). Z

The frequency unit which you have entered appears on the screen.

To replace the frequency value, start again at (3). This can be done
at any time during a test provided FREQ is being shown in reverse
video.

If it is not, press | FrEQ

Instead of using the data keys, or after using them, the frequency can

be adjusted by rotating :

(5) Select modulation level setting.

Press ILEVEL (orange).

On the screen, LEVEL is shown in reverse video.

(6) Enter the modulation level value.
Use up to five of the data keys (white) keys as in (3).
For FM, the value is the frequency deviation.
For AM, the value is the percentage depth.
For ®M, the value is the deviation in radians.

On the screen, the previous output level value is deleted and each
new digit appears.

If you make a mistake when entering this data, press

IDELETE and then press the correct key.

To return to the previous value, press | LEveL

46881-986A
Dec. 89 (Am. 3) 23



TESTS ON A RECEIVER

(7) Select the modulation level unit and the type of modulation.

To select FM deviation, press

To select AM percentage depth, press

To select ®M deviation, press I N

kHz Hz
mv | or pv || (orange).
*
4 {orange).
(orange).

Whichever modulation is selected, the adjacent LED indicator comes

on.

The modulation level unit which you have entered appears on’ the

screen.

To replace the modulation level value, start again at (6). This én be
done at any time during a test provided LEVEL is being shown in

reverse video. If it is not, press | LEVEL

Instead of using the data keys, the modulation level can be adjusted

by rotating | VARIABLE] .

You can increase or decrease the modulation frequency and/or the
modulation level in steps from the initial settings by using

[ FREQ

b

FREQ

}

’

LEVEL

LEVEL
or {

(brown).

Before you can use these keys, you have to set your steps
(increments) as below.

(8) Select modulation frequency or modulation level increment setting.

Press { FREQ

or

LEVEL

followed by

o (orange).

(9) Enter the modulation frequency as (3) and (4)
and/or the modulation level as (6) and (7).

The increments which you have entered appear on the screen.

24
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TESTS ON A RECEIVER

EXAMPLE 1.2345 kHz, 1.225 kHz FM deviation

SET
MOD
(
FREQ 1 [ . { 2 3 4 5 Lt
[
LEVEL 1 . 2 2 5 v

SEN FRED:
LEVEL:
FRED:

INTERNAL AND EXTERNAL MODULATION

Modulation is automatically selected.

. . SET Ol
To disable modulation, press | mob (| and | &

On the screen, OFF is shown in reverse video.

. [o] .
To enable modulation, press | viob || and | &% || again.

On the screen, OFF is deleted.

External modulation is added to the internal modulation.

When you wish to use external modulation only, set the internal
modulation level to 0 kHz FM, 0% AM or 0 rad OM.

46881-986A
Dec. 83 (Am. 3) 25



TESTS ON A RECEIVER

AUDIO VOLTAGE AND FREQUENCY MEASUREMENT

(1) Select a voltage reading or a dB reading.

Press ‘C?r'\ls-gl’-)IF

(green) for a dBV or dBr reading. |

dBV is automatically selected.

Press

Press

o\

dB

dB

(orange) for a dBr reading.

again to return to a dBV reading.

(2) Select AC or AC plus DC

AC is automatically selected.

AC is shown on the screen.

N

For AC plus DC (modulated DC) measurement, press

AC

oC

(brown).

DC is shown on the screen.

26

IHC:
THC:
THC:
FREC:

FILTER: &.:

WE UDLTR

JRERS I ;

—

46881-986A
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TESTS ON A RECEIVER

(3) When required, select a filter.
When DIST'N ON-OFF is used, 0.3 to 3.4 kHz is automatically

selected. When AC DC is used, 50 kHz low-pass is automatically
selected. When required, press‘ BASS | (brown).

For up to 0.3 or 50 kHz, press | 5% || (brown) once or twice.

The selected filter appears on the screen.

The voltage and frequency measurements appear on the screen.
DC may be positive or negative but this is not shown on the screen.

AUDIO DISTORTION AND NOISE MEASUREMENT 7

(1) Select distortion measurement.

Press ‘&S-EP‘F (green).

DISTN: and the DISTN bar chart appear on the screen.

A modulation frequency of 1.0000 kHz is automatically selected.
(2) When required, select a filter.
0.3 to 3.4 kHz is automatically selected. For up to 0.3 or 50 kHz,

LOW 5
press l pass I (brown) once or twice.

The selected filter appears on the screen.

The distortion measurement (in %) appears on the screen.

46881-986A
Dec. 90 (Am. 4) 27



TESTS ON A RECEIVER

(3) Select SINAD measurement.

Press ISINSA/?\J (green).

SINAD: and the SINAD bar chart appear on the screen (replacing
DISTN: and the DISTN bar chart).

A modulation frequency of 1.0000 kHz is automatically selected.
(4) When required, select a filter.
0.3 to 3.4 kHz is automatically selected. For up to 0.3 or 50 kHz,

LOW .
press l PASS (brown) once or twice.

The SINAD measurement (in dB) appears on the screen.

Ty

%
(5) Select S/N measurement.

Press | "6R | again.

SINAD: and the SINAD bar chart are replaced by S/N: and the S/N
bar chart.

(6) When required, select a filter.
See (4).

The S/N measurement (in dB) appears on the screen.

FrRED:
LEVEL:

MOD FREMD: 1, 00000 Kz
LEVEL: AHz

T
AF WAL TS:

46881-986A
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INTRODUCTION

46881-986A
Dec. 89 (Am. 3)

DUPLEX TESTS

When you are testing a duplex transceiver, the transmitter and the
receiver can be tested together. Both are connected to the 2955A by
means of one port or two ports.

One-port is for when you use a common antenna connection to the
transmitter and the receiver (at the antenna side of a diplexer).

Two-port is for when you use separate antenna connections to the
transmitter and the receiver, (at the transmitter and receiver side of a
diplexer).

The output from the transmitter is fed to the RF power meter, to the
RF counter and to the modulation meter. w0

The output from the receiver is fed, according to which measurement
you are taking, to one of the following:-

(a) The AF voltmeter and the AF counter.
(b) The AF distortion, SINAD or S/N meter.

The output from the AF generator is fed to the transmitter or, for the
distortion and noise tests, to the RF generator.

The output from the RF generator is fed to the receiver.

29



30

RADIO

UNDER TEST

MICROPHONE

- )

DUPLEX TESTS

2955A

AF GEN OUTPUT

Tx

DIPLEXER

ANTENNA

AF
GENERATOR | :

| RF

GENERATOR

. RF
POWER |
METER

RE
IN/OUT

Rx

AUDIO OUT _

- )

N

AF INPUT

MODULATION
METER

AN

AF
COUNTER

RF
COUNTER

AF |
VOLTMETER

AF
COUNTER I

AF
DISTORTION
METER

One-port configuration
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DUPLEX TESTS

RADIO 2955A
UNDER TEST
I MICROPHONE < }AF GEN OUTPUT GENE’::\TOR
e
ANTENNA IN?SUT W
- ~N POWER
| Tx - ) METER
MODULATION
I I l METER
RF zZ
GENERATOR
AF
COUNTER
ANTENNA IN?(F):UT
3N
| ~— - )—
RF
COUNTER
-
I l I AF
VOLTMETER
AF
COUNTER
AUDIO OUT AF INPUT
l Rx »— )
AF
DISTORTION
METER
Two-port configuration
46881-986A
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DUPLEX TESTS

CONNECTIONS

(1) On the transceiver under test, disconnect the common antenna con-
nection for one-port configuration or the transmitter antenna con-
nection for two-port configuration and connect a lead from it to the
2955A N type RF IN/OUT socket. i

For notes about connectors - see page 8.

(2) For two-port configuration, disconnect the receiver antenna connection
and connect a lead from it to the 2955A BNC type RF IN/OUT socket.

(3) Connect a lead from the transmitter’s microphone connector to the
2955A BNC type AF GEN OUTPUT socket.

(4) Connect a lead from the receiver’s audio output to the 2955A BNC type
AF INPUT socket.

Ry

%

({ MARCONI INSTRUMENTS,

Rx
] OUT
OB
E2 5 53 mn
D nZ.
— |0 ANTENNA

One-port connections

46881-986A
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DUPLEX TESTS

MARCON! INSTRUMENTS redio communications test set 20865A

r %) [RICICIIET e
| EEEEEI e
EOEEEER
030030
1 BE e
28T = &
£ =) ()]
O &

(3 (] s
- T
F OO0 >:]?3H 0O J,@ o\_w@

A

Rx
@ o %:.I;N T
o 0 ANTENNA
1 9

Rx ANTENNA

Two-port connections

SETTING THE CONTROLS

For all duplex tests, you have to start with the ‘Preliminary actions’ -
see page 6 - and then proceed as below.

(1) Select the duplex test mode.

Press l OYEs¥l  (blue).

The DUPLEX test display appears on the screen.

(2) Select one-port or two-port configuration.
Two-port configuration is automatically selected.

On the screen, TWO PORT is shown in reverse video.

For one-port configuration, press | *ae || (brown).
p g p

On the screen, ONE PORT is shown in reverse video.

For two ports, BNC is shown in reverse video beside RECEIVER and
N is shown in reverse video beside TRANSMITTER. This reminds
you which sockets are to be used.

46881-986A
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DUPLEX TESTS

For one port, the LED is lit above the N type RF IN/OUT socket. For
two ports, the LEDs are lit above both the N type and the BNC type
sockets. This also reminds you which sockets are to be used.

TRANSMITTER TESTS :

Set the AF generators.

Set the frequency and output level as in ‘Tests ona transmitter’ - see
page 10.

The type of modulation is determined by that set under ‘Receiver
tests’ below.

Key the transmitter.

The 2955A automatically tunes to the transmitter frequency and
selects the appropriate power range.

The transmitter frequency and power measurements appear on the
screen.

When the power input is excessive, a visual warning (REMOVE RF
INPUT) appears on the screen and an audible alarm follows shortly
later.

The modulation frequency and modulation level measurements
appear on the screen.

RECEIVER TESTS

34

Set the RF generator.

Set the frequency and the output level as in ‘Tests on a receiver’ —
see page 17.

FREQ FREQ LEVEL LEVEL
¢ N ) : t and } can only be used when they

have previously been set in the RX mode - see page 20.

A quick way of setting the frequency is to pressl FRed || (green).

This sets the RF generator to the frequency of the transmitter.

FREQ FREQ i .
Then press t or| § which has previously been set to the

receiver offset frequency.

46881-986A
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DUPLEX TESTS

(2) Set the modulation.

Set the modulation frequency and level as in ‘Tests on a receiver’ -
see page 21.

(3) Select a voltage reading or a dB reading.

Press ‘c?i:s-EPF (green) for a dBV or dBr reading.

dBV is automatically selected.

_
Press = (orange) for a dBr reading.
Press @8 again to return to a dBV reading. ot

(4) Select AC or AC plus DC
AC is automatically selected.
AC is shown on the screen.

For AC plus DC (modulated DC) measurement, press

" be (brown).

DC is shown on the screen.

QURFLE
RECEIVEFR e — TPEHMEIMITTER T

FRER: v FRERQ: 171,399 1MHz

LEVEL ¢ B, adEr EOER :
FREQ: A . FRED:
LEVEL: LEVEL:
RUDIO: / FILTEFR:
HF GEM:

[ols

AF MOLTE FOWER

1ae T ml ] o}

46881-986A
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DUPLEX TESTS

(5) When required, select a filter.
When DIST'N ON-OFF is used, 0.3 to 3.4 kHz is automatically
selected. When AC DC is used, 50 kHz low pass is automatically

selected. When required, press | Fass | (brown).

For up to 0. 3 or 50 kHz, press | Fa8¢ || (brown) once or twice.

The selected filter appears on the screen under TRANSMITTER.
The voltage and frequency measurements appear on the screen.
DC may be positive or negative but this is not shown on the screen.

%
(6) Select distortion measurement.

DIST'N
Press |on-orr|| (green).

DISTN: and the DISTN bar chart appear on the screen.

The RF signal to the receiver is then modulated by 1 kHz from the
AF generator.

The distortion measurement (in %) appears on the screen.

(7) Select SINAD measurement.

SINAD
Press‘ sin || (green).

SINAD: and the SINAD bar chart appear on the screen (replacing
DISTN: and the DISTN bar chart).

The SINAD measurement (in dB) appears on the screen.

(8) Select S/N measurement.

SINAD .
SN || again.

Press

SINAD: and the SINAD bar chart are replaced by S/N: and the S/N
bar chart.

The S/N measurement (in dB) appears on the screen.

46881-986A
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INTRODUCTION

AUDI

O TESTS

When the AF generator is enabled in the receiver test mode, you can
test an item of audio equipment (e.g. an amplifier or a filter).

The output from the equipment under test is fed to the appropriate
circuits in the 2955A. These are, according to which measurement

you are taking, one of the following:-

(a) The AF voltmeter and the AF counter.

(b) The AF distortion meter.

The output from the AF generator is fed to the equipment under test.

In this configuration, SINAD or S/N cannot be selected}.,‘_ ,

EQUIPMENT
UNDER TEST

AUDIO IN

2955A

AF GEN OUTPUT

AUDIC OUT

AF INPUT

AF
GENERATOR |

AF
VOLTMETER

46881-986A
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Lot

— )

AF
COUNTER

AF
DISTORTION
METER
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AUDIO TESTS

CONNECTIONS

(1) Connect a lead from the equipment’s input to the 2955A BNC type
AF GEN OUTPUT socket.

For notes about connectors - see page 8.

(2) Connect a lead from the equipment’s output to the 2955A BNC type
AF INPUT socket.

MARCONI INSTRUMENTS
e

0 Ede
33

337

gz e S

p OO

ouT

SETTING THE CONTROLS

For the audio tests, you have to start with the ‘Preliminary actions’ -
see page 6 - and then proceed as follows.

46881-986A
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AUDIO TESTS

(1) Select the receiver test mode.

When it is first switched on, the 2955A goes into the receiver test
mode. If you have been using the 2955A in another test mode,

PR —

press | 687 || (blue).

'S

(2) Select the AF generator.

Press | &k (green).

The AUDIO TEST display appears on the screen. Initially, the first
AF generator is selected. GEN 1 is shown in reverse video on the

screen.  To enable and disable this AF generator, press | &

(green).

T

%

To select the second AF generator, press et (green) followed by

E (white).

GEN 2 is shown in reverse video on the screen. To enable and

disable this AF generator, press | 6/ || (green).

After the second AF generator has been selected, select the first

again by pressing b (green) followed byl 1 I (white).

SETTING THE AF GENERATOR
(1) Select frequency setting.

Press | FREQ || (orange).

On the screen, the previous frequency value is shown in reverse
video.

(2) Enter the frequency value.
Press up to six of the data keys (white) in turn.

On the screen, the previous frequency value is deleted and each new
digit appears.

If you make a mistake when entering this data, press the [PELETE || key

and then press the correct key.

To return to the previous value, press | FREQ

46881-986A
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AUDIO TESTS

(3) Select the frequency unit.

kH H
Press | ““mv{ or | “uv| (orange),

On the screen, the new frequency value is shown in reverse video.

To replace this value, start again at (2). This can be done at any
time during a test provided the value is being shown in reverse video.

If it is not, press | FREQ

Instead of using the data keys, or after using them, the frequency can
be adjusted by rotating .

(4) Select output level setting.

AN

Press | LEVEL | (orange).

On the screen, the previous output level value is shown in reverse
video.

(5) Enter the output level value.
Use up to five of the data keys (white) as in (2).

(6) Select the output level unit.

Use | ™=y |, [l or | ™uv| (orange) as in (3).

You can increase or decrease the frequency and/or the output level in
steps from the initial settings by using

FREQ FREQ LEVEL LEVEL

t . Vol t or } (brown).

Before you can use these keys, you have to set your steps
(increments) as below.

(7) Select frequency or output level increment setting.

Press | FRea || or | EveL [ followed by X (orange).

(8) Enter the frequency as (2) and (3) and/or
the output level as (5) and (6).

The increments which you have entered appear on the screen.
For output level adjustments finer than that of the last key, rotate

VARIABLE

46881-986A
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AUDIO TESTS

AUDIn TEST
FRER:
lLeEVELE
GENE FREQ:
LEVEL: 188.0aY INC:

AF WOLTS: 1mY FREQ:
-&B.adBY FILTER:

AUDIO VOLTAGE AND FREQUENCY MEASUREMENT 7

(1) Select a voltage reading or a dB reading.

If |SNorr|| (green) has previously been used to select distortion, press

it again for a dBV or dBr reading.

Press l s (orange) for a dBr or dBV reading.

(2) Select AC or AC plus DC

AC is automatically selected and shown on the screen.

For AC plus DC measurement, press " e (brown).

DC is shown on the screen.
(3) When required, select a filter.

0.3 to 3.4 kHz is automatically selected.

For up to 0.3 or 50 kHz, press | #Rss | (brown) once or twice.

To return to 0.3 to 3.4 kHz, press | BAsS || (brown).

AC

When DC is selected by using o

[¢]

(brown), 50 kHz low-pass is

automatically selected.

46881-986A
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AUDIO TESTS

FREQ:
LEVELE
GENZ FREN:
LEVEL:

AF WOLTS: 2 ! FRER:
< 1dBY O FILTER:

AF UOLTS

3l ml

The selected filter appears on the screen.
The voltage and frequency measurements appear on the screen.

AUDIO DISTORTION

I
(1) Enable distortion measurement.

DIST'N
Press |on-offll (green).

DIST’N: and the DISTN bar chart appear on the screen.
An AF generator frequency of 1.0000 kHz is automatically selected.

(2) 'When required, select a filter.
0.3 to 3.4 kHz is automatically selected. For up to 0.3 or 50 kHz,

LOW 0
press | FAss || (brown) once or twice.

The selected filter appears on the screen.

The distortion measurement (in %) appears on the screen.

FREQ: IMNC:
jLEVELR o IMC:
GENZ FRE®G: . Gl.Hz THC:
LEMEL: 3 ! THC:

RF WOLTS: t i b FREQ:
DISTH: &, 2% FILTER:

DISTH AF LOLTE

18T % B e T
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SIGNALLING CODES TESTS
SEQUENTIAL TONES

The 2955A is able to decode and encode selective calling tones. The
frequencies are in accordance with four different standards — CCIR,
ZVEI, DZVEI and either EEA (European) or EIA (North American).

When you are testing a transmitter, the output from the radio under
test is fed through the modulation meter circuit to the tones decoder.

When you are testing a receiver, the output from the tones encoder is
fed through the RF generator to the radio under test.

The testing procedures are not included in this Introductory Guide —
see under ‘Sequential tones operation’ in the Operating Manual.
Z°

RADIO 2955A
UNDER TEST
! Tx AT o otoosen | |
RADIO 2955A
UNDER TEST
| ' ANTENNY -} EFO:,N;EZT GENERF&TOR Dggggga l
Rx
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CODES TESTS

REVERTIVE SEQUENTIAL TONES

44

The 2955A generates a sequential tones sequence for sending to the
radio under test.

In the radio under test, the sequential tones seqdence is decoded by
the receiver and the transmitter produces an answering sequence.

The 2955A decodes the signal which is received from the transmitter.

The testing procedures are not included in this Introductory Guide -
see under ‘Revertive sequential tones operation’ in the Operating
Manual.

RADIO 2955A
UNDER TEST
Tx | ! osaert—] oz, |
=1 ANTENNA ~ RF IN/OUT
E_l — - ) N or BNC l
| | |
RF TONES
Rx GENERATOR ENCODER
46881-986A
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CODES TESTS

DTMF (DUAL-TONE MULTI-FREQUENCY)

The 2955A is able to decode and encode DTMF tones.

When you are testing a transmitter, the 2955A generates a DTMF
sequence which is fed to the transmitter. ‘The transmitter produces
an RF signal which is modulated by the DTMF sequence. The
2955A decodes the signal which is received from the transmitter.

When you are testing a receiver, the 2955A generates a DTMF
sequence which modulates the RF signal which is fed to the receiver.
The receiver produces a demodulated AF signal. The 2955A
decodes the AF signal which comes from the receiver.

The testing procedures are not included in this Introductory Guide -
see under ‘DTMF (dual-tone multi-frequency) operation’ in the
Operating Manual.

T

“

RADIO 2955A
UNDER TEST
AUDIO INPUT ~_AF GEN DIV
I I I g DECODER |
METER DTMF
I Tx ANTERRA D BENIRUT 4y 000 ATION ENCODER '
N or BNC
RADIO 2955A
UNDER TEST
ANTENNA N RF IN/OUT RF DTMF
I - “ Nor BNC |GENERATOR ENCODER I
AUDIO INPUT oy ™y AF INPUT v
I Rx o = DECODER I
46881-986A
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CODES TESTS

DCS (DIGITALLY CODED SQUELCH)

The 2955A is able to decode and encode DCS signals.

When you are testing a transmitter, the transmitter produces a
modulated RF signal.  The 2955A decodes the signal which is
received from the transmitter.

When you are testing a receiver, the 2955A produces a DCS signal
which modulates the RF generator.

The testing procedures are not included in this Introductory Guide -
see under ‘DCS (digitally-coded squelch) operation’ in the Operating

Manual.
RADIO 2955A
UNDER TEST
| Tx e - e On Ao oeosSen | |
RADIO 2955A
UNDER TEST
! 1 TN )BT oxisen | 1

Rx
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CODES TESTS

POCSAG RADIO PAGER

The 2955A is able to produce POCSAG paging signals.

The 2955A transmits paging signals from the Telescopic Antenna
which is available as an optional accessory. "

The testing procedures are not included in this Introductory Guide -
see under ‘POCSAG (radio pager testing) operation’ in the Operating

Manual.
— — — ;‘{;4u
RADIO 2955A
UNDER TEST
| - ) ::JéNIOUT GENE?RFATOR gé)ccos&c; |
Rx
46881-986A
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TRANSMITTER MONITORING (2955R ONLY)
INTRODUCTION

tne 2955R contains a sensitive receiver for off-air monitoring of
transmitters.

CONNECTIONS

Connect the Telescopic Antenna (a supplied accessory) to the RF IN/OUT BNC
socket or another antenna to either socket.

SETTING THE CONTROLS

You have to start with the ‘Preliminary actions’ - see page 6 - and
then proceed as below.

(1) Select the transmitter monitor mode.

TX MON
Press |on-GFF| (blue).

The TRANSMITTER MONITOR display appears.
To return to the previous mode at any time, press this key again.

(2) Set the transmitter frequency.

Set the expected frequency as in ‘Tests on a receiver’ - see page 18.
On the screen, OFFSET is the difference between this frequency and
the transmitter’s measured frequency.

(3) Set the type of modulation.
(4) Select the RF IMAGE.

Usel tesr || (blue) to give UPPER or LOWER.

(5) Select the IF FILTER.

Use |°¥&s¥[ (blue) to give 12 or 180 kHz.

(6) Select the unit of the STRENGTH reading.

H
Press[ wv L] ey ,[ ® llor | m | (orange)

for uV, mV, dBpV or dBm (50 Q).
(7) When required, adjust the SQUELCH control.

In this mode, the POSITION « control is used for SQUELCH.
Adjust it to disable or enable the modulation meter outputs.

46881-986A
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OSCILLOSCOPE

INTRODUCTION

As an alternative to the bar charts on the bottom halves of the
TRANSMITTER TEST, the RECEIVER TEST and the AUDIO TEST
displays, the 2955A can produce an oscilloscope display. There are
six vertical divisions and ten horizontal divisions.

In the transmitter test mode, the trace shows the demodulated
output. .

In the receiver test mode, the trace shows the audio signal from the
receiver.

SETTING THE CONTROLS

1)

46881-986A

Dec. 90 (Am. 4)

o O

%
To use the oscilloscope, go through the following steps:-

Select the oscilloscope.

D

Press |score [ (blue).

To return to the bar charts at any time, press

cPaRT || (blue).

GEN FRER:
LEVEL:
FREQ:
LEVELE

49
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OSCILLOSCOPE

(2) Set the sweep.

Press ‘S'NGLE (brown) for one sweep after a trigger and

to implement the storage facility. The sweep is reset to zero if it has
already started.

Press | " [ (brown) for repetitive sweeping on automatic trigger.

(3) Set the vertical scale.

Press | ¥ and l )4 (brown) to give the required

N

modulation units or volts per division.

(4) Set the horizontal scale.

Press | 4 | and | P4 | (brown) to give the

required time per division.
(5) Adjust the trace position.
Rotate and [POSITION M ] as required.

46881-986A
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SUMMARY OF INDICATORS, CONTROLS AND CONNECTORS

0123456789 .- keys - Enter numeric values. [25]
6.3 A-T fuse — For DC supply. R RV
11-32 V DC SUPPLY connector — To battery pack or external*power supply. [56]
105-120 V 1 A-T 210-240 V 0.5 A-T lever switch — Select supply voltage.
One of the voltage ranges is covered by the locking plate. *[58]
AC DC key - Connect voltmeter for AF. [17]
AC SUPPLY 50-400 Hz 100 VA connector - To mains outlet. - 59
ACCESSORY IN/OUT connector - To loudspeaker, earphones or filter. *[40
AF GEN key - Set AF generator frequency and level. [10
AF GEN OUTPUT connector - To transmitter. (41
AF INPUT connector — To transmitter. ’ 42
AM key - Select amplitude modulation. 32
AM indicator LED - On when AM is selected. 5 32]
BAND PASS key - Connect 0.3 - 3.4 kHz filter. [23]
dB key ~ Set appropriate unit. 29
dBm key - Set appropriate unit. 30
DELETE key - Cancel preceding digit. 34
DE-MOD OUT connector — To other apparatus. *[53
Display screen. [1
DIST’'N ON-OFF key - Select 1 kHz modulation of internal generator. [16
DUPLEX TEST key - Select duplex test mode. (4
EXT MOD INPUT connector — To external generator. *[43
EXT STD 1 MHz connector ~ To external frequency standard. *[54
FM % key - Select frequency modulation. 31
FM % indicator LED - On when FM is selected. 31
FREQ key - Set generator frequency. 18
FREQ t key - Increase frequency by preset increment. 35
FREQ |} key - Decrease frequency by preset increment. 35
Fuses - 0.5 A for 210-240 V AC supply, 1.0 A for 105-120 V AC supply. *[55]
GPIB connector — To remote control apparatus. *[60]
HELP key - Display help menu. *[9]
HOLD DISPLAY key - Freeze bar charts or oscilloscope display (except

trace) and inhibit other controls. *[8]
HORIZ & key - Increase time/div. [47]
HORIZ »4¢ key - Decrease time/div. [47]
Hz pV key - Set appropriate unit. (28]

* These are not covered in the text - see the Operating Manual.

46881-986A
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IF OUT connector — To cellular adapter. [52]

INTENSITY knob - Adjust brightness of trace. [49]
kHz mV key - Set appropriate unit. [27]
LEVEL key - Set generator level. [19]
LEVEL 1 key - Increase level by preset increment, [35]
LEVEL | key - Decrease level by preset increment. [35]
LOW PASS key - Connect 0.3 or 15 kHz low pass filter. [24]
MHz V key - Set appropriate unit. [26]
ON OFF key - Enable or disable selected generator. [14]
POSITION +— knob — Move oscilloscope trace or, in TRANSMITTER MONITOR-
mode, adjust SQUELCH. [44]
POSITION 1] knob - Move oscilloscope trace. ., [45]
x
RECALL key (followed by 2 digits) - Restore memorized settings. *[22]
REP SWEEP key - Select repetitive sweeping of oscilloscope trace. [46]
RF GEN key - Set RF generator frequency and level. [12]
RF IN/OUT 0.5 or 1 W MAX connector - To transmitter or receiver. [38]
RF IN/OUT 30 or 75 W MAX connector - To transmitter or receiver. [39]
RX TEST key - Select receiver test mode. [3]
RX=TX FREQ key - Tune RF generator to frequency of input. [11]
SCOPE BAR key - Display oscilloscope or bar charts on screen. [7]
SELECT «— key - Select RF IN/OUT connector for measurement. [37]
SELECT +— indicator LEDs - RF IN/OUT connector selected for measurement.  [37]
SET MOD key - Select modulation of internal generator. [13]
SINAD S/N key - Select SINAD or S/N measurement. [15]
SINGLE SWEEP key - Trigger one sweep of oscilloscope trace. [46]
STORE key (followed by 2 digits) - Memorize settings (except analogue). *[21]
SUPPLY ON lever switch - Turn power supply off or on. [51]
TONES key - Select tones testing. [5]
TX MON ON-OFF - Enable and disable off-air receiver. [6]
TX TEST key - Select transmitter test mode. (2]
VARIABLE knob - Adjust level. [36]
VERT $ key - Increase sensitivity. [48]
VERT 2 key - Decrease sensitivity. [48]
VOLUME knob - Adjust loudness. [50]
®M RAD key - Select phase modulation. [33]
®M RAD indicator LED - ®M selected. [33]
A INCR - Set increments and decrements. [20]

* These are not covered in the text - see the Operating Manual.
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MARCONI INSTRUMENTS LIMITED

UK

SERVICE DIVISION

The Airport

LUTON

Bedfordshire LU2 9GNS
Telephone (0582) 33866
Telex : 825248

HEAD OFFICE

Longacres

ST ALBANS

Hertfordshire AL4 0JN
Telephone : (0727) 59292
Telex : 23350

Fax : (0727) 57481 (Gp. 3)

FRANCE

MARCONI! INSTRUMENTS

18 Rue du Plessis-Briard, Le Canal

Courcouronnes

91023 EVRY

Telephone : (16) 077 9066
Telex : 604482

Fax : (16) 077 6922

WEST GERMANY

MARCON| MESSTECHNIK Gmbh
Landsberger Strasse 65
Postfach 1929

8034 GERMERING

Telephone : (89) 84 9360

Telex : 5212642

Fax : (89) 84 19142 (Gp. 3)

SPAIN

HSG6C PuUe vGS6¢

MARCONLI INSTRUMENTOS S . A.

General Yague 6 bis-S
28020 MADRID

Telephone : (1) 455 0391
Telex : 47199

Fax : (1) 455 1922 (Gp. 3)

USA

MARCONI INSTRUMENTS
3 Pearl Court

Allendale Park

ALLENDALE

New Jersey 07401
Telephone : (201) 834 9050
Telex : 6853077

Twx : (710) 991 9752

Fax : {201) 934 9229



